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Pre-galvanized
UKF

Cable Tray Systems
And Accessories

CABLE TRAY SYSTEMS
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A

H

A

H

A

H

T

2

(mm)(mm)
AH

(mm)
T

100

200

300

400

60

60

60

60

060 UMK 100 

060 UMK 200 

060 UMK 300 

060 UMK 400 

 

0,8

1

1,2

1,2

1,091

1,942

2,970

3,519

72525P

95980P

95981P

95982P

(kg./m.)
Cable Ladder

Sample Order:
Height (H): 60 mm
Tray Width (A): 400 mm
Sheet Metal Thickness (T): 1,2 mm
Pre-galvanized (P), Cable Ladder.

UMK can be used in all applications, vertical cable mounting, 

horizontal and vertical distribution of low current and 

telephone and data cables.

Special design of ladder windows prevents cable from being 

cut or stripped off.

Order
Code

Desc r i p t i on

       UMK  CABLE 
Pre-galvanized (TS EN 10143)

UNIVERSAL LADDERS

Weight

Standard lenght is 3000 mm.

UKS cable tray system's modules are suitable for UMK

cable ladder system.

Please indicate order code in your orders.

Please contact us for special dimensions.

Material weights can be variable ±%10 

Tray Type

Height (H)

Tray width (A)

Type of Coating

060 UMK 400 - 95982P

Description Order Code



A

H

3

A

T H

(mm)(mm)
AH

(mm)
T

1,043

1,450

2,377

2,950

4,467

040 UKF 100 

040 UKF 200 

040 UKF 300 

040 UKF 400 

040 UKF 500

40

40

40

40

40

100

200

300

400

500

0,8

0,8

1

1

1,2

66938P

66936P

62127P

62128P

62129P

1,244

1,627

2,477

3,166

4,846

060 UKF 100 

060 UKF 200 

060 UKF 300 

060 UKF 400 

060 UKF 500

60

60

60

60

60

100

200

300

400

500

0,8

0,8

1

1

1,2

66932P

61516P

62130P

62131P

62132P

(kg./m.)

Tray Type

Height (H)

Tray width (A)

Type of Coating

060 UKF 500 - 62132P

Description Order Code

Sample Order:
Height (H): 60 mm
Tray Width (A): 500 mm
Sheet Metal Thickness (T): 1,2 mm
Pre-galvanized (P), Cable Tray

Universal Cable Tray - UKF

       UKF TRAYS
Pre-galvanized (TS EN 10143)

CABLE 

Order
Code

Desc r i p t i on Weight

Please indicate order code in your orders.

Please contact us for special dimensions.

Material weights can be variable ±%10 

Standard lenght is 3000 mm.

UKS cable tray system's modules are suitable for UKF

cable tray system.



YD 135°

4

60

60

60

60

60

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,910

1,278

1,727

2,254

2,859

060 UKS 100 YD 135°

060 UKS 200 YD 135°

060 UKS 300 YD 135°

060 UKS 400 YD 135°

060 UKS 500 YD 135°

62375P

62377P

62379P

62380P

62381P

(mm) (mm)
H A

(mm)
T

40

40

40

40

40

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,740

1,092

1,525

2,037

2,626

040 UKS 100 YD 135°

040 UKS 200 YD 135°

040 UKS 300 YD 135°

040 UKS 400 YD 135°

040 UKS 500 YD 135°

62366P

62368P

62370P

62371P

62372P
H

7x1
7

100
135°

100

A

104

104

A

(kg./pc.)

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 300-YD 135° - 62379P

Description Order Code

Sample Order:
Height  (H): 60 mm,
Tray Width (A): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pregalvanized (P),
Horizontal Elbow Module 135°

       UKS ELBOW (135°)
Pre-galvanized  (TS EN 10143)

HORIZONTAL MODULE 

Order
Code

Desc r i p t i on Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



YD 90°

A

B

A+164

104

104 R 50

B+164

5

60

60

60

60

60

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,845

1,395

2,133

3,061

4,178

060 UKS 100 YD

060 UKS 200 YD

060 UKS 300 YD

060 UKS 400 YD

060 UKS 500 YD

 90°

 90°

 90°

 90°

 90°

97414P

99495P

99493P

99492P

99491P

(mm) (mm)
H AB

(mm)
T

40

40

40

40

40

100

200

300

400

500

1,2

1,2

1,2

1,2

1.2

0,687

1,199

1,899

2,789

3,869

040 UKS 100 YD

040 UKS 200 YD

040 UKS 300 YD

040 UKS 400 YD

040 UKS 500 YD

 90°

 90°

 90°

 90°

 90°

99502P

99500P

99498P

99497P

99496P

7x17

H

10

10

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 300-YD 90° - 99493P

Description Order Code

Sample Order:
Height (H): 50 mm,
Tray Width (AB): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pregalvanized (P),
Horizontal Elbow Module.

       UKS ELBOW 
Pre-galvanized (TS EN 10143)

HORIZONTAL MODULE (90°)

Order
Code

Desc r i p t i on
(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



YT

6

100

200

300

400

500

60

60

60

60

60

060 UKS 100 YT

060 UKS 200 YT

060 UKS 300 YT

060 UKS 400 YT

060 UKS 500 YT

1,2

1,2

1,2

1,2

1,2

1,064

1,594

2,314

3,222

4,321

97411P

99469P

99467P

99466P

99465P

(mm)(mm)
ABCH

(mm)
T

100

200

300

400

500

40

40

40

40

40

040 UKS 100 YT 

040 UKS 200 YT

040 UKS 300 YT

040 UKS 400 YT

040 UKS 500 YT

1,2

1,2

1,2

1,2

1,2

0,867

1,378

2,079

2,969

4,048

99476P

99474P

99472P

99471P

99470P

7x1
7

A

C B

A+328

104

104R 50

B+16410

10

Order
Code

Desc r i p t i on

       UKS MODULE
Pre-galvanized  (TS EN 10143)

"T" 

(Kg/pc)
Weight

Sample Order:
Height (H): 60 mm,
Tray Width (ABC): 400 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P), 
“T" Module.

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 400-YT - 99466P

Description Order Code



AD

7

100

200

300

400

500

60

60

60

60

60

1,2

1,2

1,2

1,2

1,2

1,271

1,782

2,483

3,373

4,452

97408P

99482P

99480P

99479P

99478P

060 UKS 100 AD

060 UKS 200 AD

060 UKS 300 AD

060 UKS 400 AD

060 UKS 500 AD

(mm)(mm)
ABCDH

(mm)
T

100

200

300

400

500

40

40

40

40

40

1,2

1,2

1,2

1,2

1,2

1,039

1,550

2,251

3,141

4,220

99489P

99487P

99485P

99484P

99483P

040 UKS 100 AD 

040 UKS 200 AD

040 UKS 300 AD

040 UKS 400 AD

040 UKS 500 AD

7x1
7

A

D B

C

C+328

104

104

B+328

R 50

10

10

Sample Order:
Height (H): 60 mm,
Tray Width (ABCD): 200 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
"+" Connection Module.

       UKS  CONNECTION 
Pre-galvanized (TS EN 10143)

"+" MODULE

Order
Code

Desc r i p t i on
(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 200-AD - 99482P

Description Order Code



8

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,724

0,899

1,074

1,249

1,424

060 UKS 100 ID

060 UKS 200 ID

060 UKS 300 ID

060 UKS 400 ID

060 UKS 500 ID

97388P

99456P

99454P

99453P

99452P

(Mm)
A

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,537

0,683

0,828

0,973

1,118

040 UKS 100 ID

040 UKS 200 ID

040 UKS 300 ID

040 UKS 400 ID

040 UKS 500 ID

99463P

99461P

99459P

99458P

99457P

ID

A

104

104

104

104

7x20

7x40

40

R50

R50

200

200

60

220

220

040 UKS ID

060 UKS ID

6
6

6

6

       UKS  MODULE
Pre-galvanized (TS EN 10143)

CONCAVE  (90°)

Order
Code

Desc r i p t i on
(kg./pc.)
Weight

Sample Order:
Height (H): 60 mm,
Tray Width (A): 400 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
Concave Module.

 

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 400-ID - 99453P

Description Order Code



DD

9

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,637

0,723

0,808

0,894

0,980

97397P

99443P

99441P

99440P

99439P

060 UKS 100 DD

060 UKS 200 DD

060 UKS 300 DD

060 UKS 400 DD

060 UKS 500 DD

(mm)
A

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,479

0,565

0,651

0,736

0,822

99450P

99448P

99446P

99445P

99444P

040 UKS 100 DD

040 UKS 200 DD

040 UKS 300 DD

040 UKS 400 DD

040 UKS 500 DD

104

104

7x20

40

R50

200

200

040 UKS ID

7x40

R50

104

104

60

220

220

060 UKS ID

A

6
6

6

6

       UKS  MODULE
Pre-galvanized (TS EN 10143)

CONVEX  (90°)

Order
Code

Desc r i p t i on
(Kg/pc)
Weight

Sample Order:
Height (H): 40 mm,
Tray Width (A): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
Convex Module.

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

040 UKS 300-DD - 99446P

Description Order Code



TO

10

(mm)
A

(mm)
T

100

200

300

400

500

040 UKS 100 TO

040 UKS 200 TO

040 UKS 300 TO

040 UKS 400 TO

040 UKS 500 TO

1,2

1,2

1,2

1,2

1,2

0,760

0,932

1,103

1,275

1,446

99437P

99435P

99433P

99432P

99431P

100

200

300

400

500

060 UKS 100 TO

060 UKS 200 TO

060 UKS 300 TO

060 UKS 400 TO

060 UKS 500 TO

1,2

1,2

1,2

1,2

1,2

0,984

1,155

1,327

1,498

1,669

97117P

99430P

99428P

99427P

99426P

A

104

104

380

220

60

104

104

R50

R50

360

200

40

040 UKS TO

060 UKS TO

7x20

7x40

6
6

6

6

Sample Order:
Height (H) (H): 60 mm,
Tray Width (A): 500 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
"T" Middle Descent Module.

Order
Code

Desc r i p t i on

       UKS MIDDLE  MODULE
Pre-galvanized (TS EN 10143)

”T” DESCENT

(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 500-TO - 99426P

Description Order Code



TD

11

(mm) (mm)
A B

(mm)
T

100

200

200

200

200

100

200

300

400

500

040 UKS 100 TD

040 UKS 200 TD

040 UKS 300 TD

040 UKS 400 TD

040 UKS 500 TD

1,2

1,2

1,2

1,2

1,2

0,881

1,351

1,523

1,694

1,866

99424P

99422P

99420P

99419P

99418P

100

200

200

200

200

100

200

300

400

500

060 UKS 100 TD

060 UKS 200 TD

060 UKS 300 TD

060 UKS 400 TD

060 UKS 500 TD

1,2

1,2

1,2

1,2

1,2

1,040

1,548

1,720

1,891

2,062

97390P

99417P

99415P

99414P

99413P

104

104

R50

B
B+320

220

40

60

104

104

R50

B
B+320

200

040 UKS TD

060 UKS TD

7x20

7x40

A

6
6

6

6

Sample Order:
Height (H) (H): 40 mm,
Tray Width (A): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
"T" Wall Descent Module.

Order
Code

Desc r i p t i on

       UKS WALL  MODULE
Pre-galvanized (TS EN 10143)

”T” DESCENT

(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

040 UKS 300-TD - 99420P

Description Order Code



H
(mm) (mm)

A
(mm)

T

40

40

40

40

40

100

200

300

400

500

040 UKF 100 - SDM

040 UKF 200 - SDM

040 UKF 300 - SDM

040 UKF 400 - SDM

040 UKF 500 - SDM

1,2

1,2

1,2

1,2

1,2

1,930

2,554

3,179

3,804

4,429

61518P

61519P

61520P

61521P

61522P

60

60

60

60

60

100

200

300

400

500

060 UKF 100 - SDM

060 UKF 200 - SDM

060 UKF 300 - SDM

060 UKF 400 - SDM

060 UKF 500 - SDM

1,2

1,2

1,2

1,2

1,2

2,371

2,996

3,620

4,245

4,870

61523P

61524P

61525P

61526P

61527P

A

12

H
(mm) (mm)

T

38

58

1,2

1,2

0,576

0,768

99406P

99405P

(kg./m.)

L=3000 mm20

12

040 UKF - SDM 060 UKF - SDM

715

71
5

705

70
5

900150 900

3000

900

7,5x25

150

Level Adaptation Module
Order
Code

Desc r i p t i on

       UKF  ADAPTATION 
Pre-galvanized (TS EN 10143)

LEVEL MODULE

(Kg/set)
Weight

Order
Code

Desc r i p t i on

040 UKS SEPERATOR

060 UKS SEPERATOR

       UKS 
Pre-galvanized (TS EN 10143)

SEPARATOR

Weight Separator

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



A

10
00

500

5
0

0

H

13

(mm)(mm)

(mm)(mm)

AH

AA

(mm)

(mm)

T

T

100

200

300

400

500

40

40

40

40

40

100

200

300

400

500

40

40

40

40

40

100

200

300

400

500

60

60

60

60

60

100

200

300

400

500

60

60

60

60

60

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,551

2,418

3,284

4,133

4,999

1,661

2,579

3,497

4,398

5,317

1,879

2,745

3,594

4,460

5,327

65021P

65023P

65025P

65026P

65027P

65039P

65041P

65043P

65044P

65045P

65030P

65032P

65034P

65035P

65036P

65048P

65050P

65052P

65053P

65054P

A
0001

500

5
0

0

Order
Code

Desc r i p t i on

040 UKS 100 ADJ. CONCAVE ID

040 UKS 200 ADJ. CONCAVE ID

040 UKS 300 ADJ. CONCAVE ID

040 UKS 400 ADJ. CONCAVE ID

040 UKS 500 ADJ. CONCAVE ID

060 UKS 100 ADJ. CONCAVE ID

060 UKS 200 ADJ. CONCAVE ID

060 UKS 300 ADJ. CONCAVE ID

060 UKS 400 ADJ. CONCAVE ID

060 UKS 500 ADJ. CONCAVE ID

(Kg/pc)
Weight

       UKS  CONCAVE  (90°)
Pre-galvanized (TS EN 10143)

ADJUSTABLE MODULE

Order
Code

Desc r i p t i on

040 UKS 100 ADJ. CONVEX DD

040 UKS 200 ADJ. CONVEX DD

040 UKS 300 ADJ. CONVEX DD

040 UKS 400 ADJ. CONVEX DD

040 UKS 500 ADJ. CONVEX DD

060 UKS 100 ADJ. CONVEX DD

060 UKS 200 ADJ. CONVEX DD

060 UKS 300 ADJ. CONVEX DD

060 UKS 400 ADJ. CONVEX DD

060 UKS 500 ADJ. CONVEX DD

(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

       UKS  CONVEX (90°)
Pre-galvanized (TS EN 10143)

ADJUSTABLE MODULE 

2,477

3,396

4,756

5,674

6,610



60

60

60

100

200

300

060 UKS 100 RD

060 UKS 200 RD

060 UKS 300 RD

1,2

1,2

1,2

0,235

0,311

0,387

62662P

62664P

62666P

H
(mm) (mm)

A
(mm)

T

40

40

40

100

200

300

040 UKS 100 RD

040 UKS 200 RD

040 UKS 300 RD

1,2

1,2

1,2

0,176

0,233

0,290

62655P

62657P

62659P

A A

A

A

14

60

60

60

60

60

60

100

200

300

100

200

300

060 UKS 100 RD

060 UKS 200 RD

060 UKS 300 RD

060 UKS 100 RD

060 UKS 200 RD

060 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

0,235

0,311

0,387

0,470

0,622

0,774

62648P

62650P

62652P

99407P

95984P

95987P

H

H

(mm)

(mm)

(mm)

(mm)

A

A

(mm)

(mm)

T

T

40

40

40

40

40

40

100

200

300

100

200

300

040 UKS 100 RD

040 UKS 200 RD

040 UKS 300 RD

040 UKS 100 RD

040 UKS 200 RD

040 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

0,176

0,233

0,290

0,353

0,466

0,580

62641P

62643P

62645P

99410P

96309P

95986P

Order
Code

Desc r i p t i on
(Kg/set)
Weight

Middle Reduction

Rightward Reduction

Leftward Reduction

       UKS  REDUCTION
Pre-galvanized (TS EN 10143)

LEFTWARD

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Order
Code

Order
Code

Desc r i p t i on

Desc r i p t i on

(Kg/set)

(Kg/set)

Weight

Weight

       UKS  REDUCTION
Pre-galvanized (TS EN 10143)

RIGHTWARD

       UKS  REDUCTION
Pre-galvanized (TS EN 10143)

MIDDLE



H
(mm) (mm)

T

40

60

040 UKF - SDE

060 UKF - SDE

UKF - SDE

0,175

0,233

1,2

1,2

99967P

99968P

15

99971P

99972P

H
(mm) (mm)

T

40

60

1,2

1,2

0,119

0,159

40

160

7x16.5

160

60

7x16.5

040 UKF - SDE

060 UKF - SDE

220

220

7x16.5

7x16.5

40
60

Order
Code

Desc r i p t i on

040 UKF JOINT FITTING

060 UKF JOINT FITTING

       UKF  FITTING
Pre-galvanized (TS EN 10143)

JOINT

(Kg/pc)
Weight

060 UKF Joint Fitting

040 UKF Joint Fitting

040 UKF Joint fitting mounting; 4 M6x12 Bolt,
4 M6 Nut should be used. 

060 UKF Joint fitting mounting; 8 M6x12 Bold,
8 M6 Nut should be used.

040 UKF JOINT FITTING

060 UKF JOINT FITTING

Order
Code

Desc r i p t i on

Level Adaptation Joint Set       UKF  ADAPTATION SET
Pre-galvanized (TS EN 10143)

LEVEL JOINT 

(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Level adaptation joint set contains right and left ver tical 

adjustible joint units and 4 M6x12 bolt set



A

A

11

11

11

YD 90°

YD 135°

16

(mm)

(mm)

A

A

(mm)

(mm)

T

T

100

200

300

400

500

100

200

300

400

500

0,821

1,815

3,124

5,089

6,273

0,279

0,590

0,981

1,449

1,996

UKK 100

UKK 200

UKK 300

UKK 400

UKK 500

UKK 100 YD 135º

UKK 200 YD 135º

UKK 300 YD 135º

UKK 400 YD 135º

UKK 500 YD 135º

98940P

98938P

98936P

98935P

98934P

62402P

62404P

62406P

62407P

62408P

0,8

1

1,2

1,5

1,5

1,2

1,2

1,2

1,2

1,2

(mm)
AB

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,271

0,697

1,313

2,118

3,112

98916P

98914P

98912P

98911P

98910P

UKK 100 YD 

UKK 200 YD 

UKK 300 YD 

UKK 400 YD 

UKK 500 YD 

90°

90°

90°

90°

90°

A

A+60

R 60

B
B+60

100

100

135°

Standard length is 3000 mm.

Tray Cover

       UKK COVER
Pre-galvanized (TS EN 10143)

TRAY 

       UKK  ELBOW  COVER (135°)
Pre-galvanized (TS EN 10143)

HORIZONTAL MODULE

       UKK  ELBOW  COVER (90°)
Pre-galvanized (TS EN 10143)

HORIZONTAL MODULE

Order 
Code

Order 
Code

Desc r i p t i on

Desc r i p t i on

Order 
Code

Desc r i p t i on

(Kg/m)

(Kg/pc)

Weight

Weight

(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



(mm)
ABCD

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,384

0,895

1,596

2,486

3,565

98932P

98930P

98928P

98927P

98926P

UKK 100 AD

UKK 200 AD

UKK 300 AD

UKK 400 AD

UKK 500 AD

AD

17

YT

(mm)
ABC

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,327

0,796

1,454

2,301

3,338

98924P

98922P

98920P

98919P

98918P

UKK 100 YT

UKK 200 YT

UKK 300 YT

UKK 400 YT

UKK 500 YT

R 60

A

D B

C

C+120

B
+

1
2
0

11

11

A

C B

A+120

R 60

B
+

6
0

Order
Code

Desc r i p t i on

       UKK  MODULE 
Pre-galvanized (TS EN 10143)

"+" CONNECTION COVER

(kg./pc.)
Weight

       UKK MODULE 
Pre-galvanized (TS EN 10143)

"T" COVER

Order
Code

Desc r i p t i on
(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Sample Order:

Tray Type

Tray Width (A)

Type of Coating

Module type

UKK 500 YT COVER - 98918P

Description Order Code

Sample Order:

Tray Type

Tray Width (A)

Type of Coating

Module Type

UKK 100 AD COVER - 98932P

Description Order Code



DD

A

A

(mm)
A

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,179

0,324

0,469

0,614

0,759

98892P

98890P

98888P

98887P

98886P

040 UKK 100 DD

040 UKK 200 DD

040 UKK 300 DD

040 UKK 400 DD

040 UKK 500 DD

100

200

300

400

500

1,2

1,2

1,2

1,2

1,20

0,215

0,390

0,565

0,740

0,915

99984P

98678P

99318P

99317P

99588P

060 UKK 100 DD

060 UKK 200 DD

060 UKK 300 DD

060 UKK 400 DD

060 UKK 500 DD

18

ID

(mm)
A

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,105

0,191

0,277

0,362

0,448

98900P

98898P

98896P

98895P

98894P

UKK 100 ID

UKK 200 ID

UKK 300 ID

UKK 400 ID

UKK 500 ID

11

11

(Kg/pc)

Order
Code

WeightDesc r i p t i on

       UKK  MODULE  (90°)
Pre-galvanized (TS EN 10143)

CONVEX COVER

Sample Order:

Tray Type

Height (H)

Tray Weight (A)

Type of Coating

Module Type

060 UKK 300-DD - 99318P

Description Order Code

Sample Order:

Tray Type

Tray Weight (A)

Type of Coating

Module Type

UKK 200 ID COVER - 98898P

Description Order Code

       UKK  MODULE  (90°)
Pre-galvanized (TS EN 10143)

CONCAVE COVER

Order
Code

Desc r i p t i on
(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



98713

98712

97035

97034

19

0,005

0,007

0,010

0,015

98908P

98906P

98904P

98903P

98902P

(mm)
A

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,196

0,366

0,537

0,707

0,878

040 UKK 100 TO

040 UKK 200 TO

040 UKK 300 TO

040 UKK 400 TO

040 UKK 500 TO

67359P

67357P

67355P

67354P

67353P

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,218

0,407

0,596

0,786

0,975

060 UKK 100 TO

060 UKK 200 TO

060 UKK 300 TO

060 UKK 400 TO

060 UKK 500 TO

(mm)
A

(mm)
T

100

200

300

400

500

1,2

1,2

1,2

1,2

1,2

0,261

0,692

1,014

1,336

1,658

UKK 100 TD

UKK 200 TD

UKK 300 TD

UKK 400 TD

UKK 500 TD

91650P

91648P

91646P

91645P

91644P

TO

A

11

A

TD

11

Order
Code

Desc r i p t i on

UKK 040 COVER CLAMP (INWARD)

UKK 060 COVER CLAMP (INWARD)

UKK 040 COVER CLAMP (OUTWARD)

UKK 060 COVER CLAMP (OUTWARD)

UK  TRAY  CLAMPSCABLE COVER

Weight
(kg/pc)

Order
Code

Desc r i p t i on

       UKK  DESCENT  COVER
Pre-galvanized (TS EN 10143)

"T" MIDDLE MODULE

(Kg/pc)
Weight

(Kg/pc)
Weight Order

Code
Desc r i p t i on

       UKK  DESCENT  COVER
Pre-galvanized (TS EN 10143)

"T" WALL MODULE

Tray Type

Height (H)(H)

Tray Width (A)

Type of Coating

Module type

040 UKK 400-TO - 98903P

Description Order Code

Sample Order:

Tray Type

Tray Width (A)

Type of Coating

Module type

UKK 400 TD COVER - 91645P

Description Order Code

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Outward clamp is suitable for straight covered cable tray and 

turning modules

Inward clamp is suitable for only straight covered cable tray 

UKK

Cover 

Clamp 

(outward)

UKK

Cover 

Clamp 

(inward)



20

0,198

0,209

91627P

91626P

Ground or Wall mounting

application with dowel

Suspension with

threaded rod

Universal Joint 1

Universal Joint 2

Please indicate order code in your orders.

Please contact us for special modules. Material weights can be variable ±%10

Order
Code

Desc r i p t i on

Universal Joint 1

Universal Joint 2

       SUPPORT 
Pre-galvanized (TS EN 10143)

ACCESSORIES

(Kg/pc)
Weight
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