
E UKSLINE

Pre-galvanized
UKS

Cable Tray Systems
And Accessories

CABLE TRAY SYSTEMS

U
K

S



U
K

S
 R

D
R

ig
h

tw
a
rd

 R
e

d
u

c
ti

o
n

U
K

S
 D

D
C

o
n

v
e

x
 M

o
d

u
le

E
-L

in
e
 U

K

U
K

S
 A

D
"+

" 
C

o
n

n
e

c
ti

o
n

 M
o

d
u

le

U
K

S
-S

D
E

L
e

v
e

l 
A

d
a
p

ta
ti

o
n

 M
o

d
u

le

U
K

S
 Y

D
H

o
ri

z
o

n
ta

l 
E

lb
o

w
 M

o
d

u
le

U
K

S
 I

D
C

o
n

c
a
v
e

 M
o

d
u

le

U
K

S
 J

o
in

t 
F

it
ti

n
g

U
K

S
C

a
b

le
 T

ra
y

U
K

D
C

a
b

le
 T

ra
y

C
a
b

le
 T

ra
y
 a

n
d

 M
o

d
u

le
s

U
K

S
 Y

T
H

o
ri

z
o

n
ta

l 
M

o
d

u
le



CONTENTS

UKS Cable Tray Systems

UKD Universal Non Perforated Cable Tray

UKS Cable Tray System Modules

UKS Reduction

UKS Level Adaptation Joint Set

UKK Tray Covers And Module Covers

2

3

4-13

14-15

16

17-20



7x2
5

7x3
5

7x1
5

Ø 20,5 

2

A

T H

(mm)(mm)
AH

(mm)
T

0,781

0,976

1,039

1,299

1,622

2,335

2,723

3,888

4,834

5,804

6,797

040 UKS   50 

040 UKS   50 

040 UKS 100 

040 UKS 100 

040 UKS 150 

040 UKS 200 

040 UKS 250 

040 UKS 300 

040 UKS 400 

040 UKS 500

040 UKS 600

40

40

40

40

40

40

40

40

40

40

40

50

50

100

100
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200
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400

500
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0,8

1

0,8

1

1

1,2

1,2

1,5

1,5

1,5

1,5

71711P

99567P

71709P

99566P

99565P

99564P

99563P

99562P

99561P

99560P

62133P

0,976

1,220

1,235

1,543

1,867

2,628

3,016

4,231

5,201

6,171

7,164

060 UKS   50 

060 UKS   50 

060 UKS 100 

060 UKS 100 

060 UKS 150 

060 UKS 200 

060 UKS 250 

060 UKS 300 

060 UKS 400 

060 UKS 500

060 UKS 600
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60
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60

60

60

60

60

60

60
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50

50

100

100

150

200

250

300

400

500

600

0,8

1

0,8

1

1

1,2

1,2

1,5

1,5

1,5

1,5

71707P

98672P

71699P

98671P

98670P

99559P

99558P

99557P

99556P

99555P

62134P

(kg./m.)

Order
Code

Desc r i p t i on Weight

Standard lenght is 3000 mm.

Please indicate order code in your orders.

Please contact us for special dimensions.

Material weights can be variable ±%10 

       UKS  CABLE 
Pre-galvanized (TS EN 10143)

UNIVERSAL TRAYS

Tray Type

Height (H)

Tray width (A)

Type of Coating

060 UKS 500 - 98655P

Description Order Code

Universal Cable Tray

Sample Order:
Height (H): 60 mm
Tray Width (A): 500 mm
Sheet Metal Thickness (T): 1,5 mm
Pre-galvanized (P), Cable Tray



(mm)(mm)
AH

(mm)
T Order

Code
Desc r i p t i on

(kg/m)
Weight

3

040 UKD 050

040 UKD 050

040 UKD 100

040 UKD 100

040 UKD 150

040 UKD 200

040 UKD 250

040 UKD 300

040 UKD 400

040 UKD 500

040 UKD 600

50

50

100

100

150

200

250

300

400

500

600

40

40

40

40

40

40

40

40

40

40

40

50

50

100

100

150

200

250

300

400

500

600

60

60

60

60

60

60

60

60

60

60

60

0,8

1

0,8

1

1

1,2

1,2

1,5

1,5

1,5

1.5

0,8

1

0,8

1

1

1,2

1,2

1,5

1,5

1,5

1,5

67150P

98695P

67149P

98694P

98693P

98692P

98691P

98690P

98689P

98688P

62135P

060 UKD 050

060 UKD 050

060 UKD 100

060 UKD 100

060 UKD 150

060 UKD 200

060 UKD 250

060 UKD 300

060 UKD 400

060 UKD 500

060 UKD 600

67138P

97067P

67137P

97066P

97065P

98687P

98686P

98685P

98684P

98683P

62136P

0,884

1,105

1,199

1,499

1,894

2,746

3,219

4,616

5,775

6,959

8,166

1,136

1,420

1,452

1,815

2,209

3,124

3,598

5,065

6,249

7,432

8,640

7x2
5

7x3
5

7x1
5

A

T H

       UKD TRAY
Pre-galvanized (TS EN 10143)

CABLE 

Standard lenght is 3000 mm.

Please indicate order code in your orders.

Please contact us for special dimensions.

Material weights can be variable ±%10 

Universal Non Perforated
Cable Tray

Tray Type

Height (H)

Tray width (A)

Type of Coating

060 UKD 500 - 98683P

Description Order Code

Sample Order:
Height (H): 60 mm
Tray Width (A): 500 mm
Sheet Metal Thickness (T): 1,5 mm
Pre-galvanized (P), Non Perforated Cable Tray



YD 135°

4

60

60

60

60

60

60

60

60

60

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,753

0,910

1,084

1,278

1,494

1,727

2,254

2,859

3,543

060 UKS   50 YD 135°

060 UKS 100 YD 135°

060 UKS 150 YD 135°

060 UKS 200 YD 135°

060 UKS 250 YD 135°

060 UKS 300 YD 135°

060 UKS 400 YD 135°

060 UKS 500 YD 135°

060 UKS 600 YD 135°

62374P

62375P

62376P

62377P

62378P

62379P

62380P

62381P

62382P

(mm) (mm)
H A

(mm)
T

40

40

40

40

40

40

40

40

40

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1.2

0,591

0,740

0,906

1,092

1,300

1,525

2,037

2,626

3,294

040 UKS   50 YD 135°

040 UKS 100 YD 135°

040 UKS 150 YD 135°

040 UKS 200 YD 135°

040 UKS 250 YD 135°

040 UKS 300 YD 135°

040 UKS 400 YD 135°

040 UKS 500 YD 135°

040 UKS 600 YD 135°

62365P

62366P

62367P

62368P

62369P

62370P

62371P

62372P

62373P

H

7x1
7

100
135°

100

A

104

104

A

060 UKS 300-YD 135° - 62379P

       UKS  ELBOW (135°)
Pre-galvanized (TS EN 10143)

HORIZONTAL MODULE 

Order
Code

Desc r i p t i on Weight

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

Description Order Code

Sample Order:
Height (H): 60 mm,
Tray Width (A): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pregalvanized (P),
Horizontal Elbow Module 135°

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

(kg/pc)



YD 90°

A

B

A+164

104

104 R 50

B+164

5

60

60

60

60

60

60

60

60

60

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,642

0,845

1,096

1,395

1,740

2,133

3,061

4,178

5,485

060 UKS   50 YD

060 UKS 100 YD

060 UKS 150 YD

060 UKS 200 YD

060 UKS 250 YD

060 UKS 300 YD

060 UKS 400 YD

060 UKS 500 YD

060 UKS 600 YD

 90°

 90°

 90°

 90°

 90°

 90°

 90°

 90°

 90°

97400P

97414P

97413P

99495P

99494P

99493P

99492P

99491P

62138P

(mm) (mm)
H AB

(mm)
T

40

40

40

40

40

40

40

40

40

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1.2

0,503

0,687

0,919

1,199

1,525

1,899

2,789

3,869

5,137

040 UKS   50 YD

040 UKS 100 YD

040 UKS 150 YD

040 UKS 200 YD

040 UKS 250 YD

040 UKS 300 YD

040 UKS 400 YD

040 UKS 500 YD

040 UKS 600 YD

 90°

 90°

 90°

 90°

 90°

 90°

 90°

 90°

 90°

99503P

99502P

99501P

99500P

99499P

99498P

99497P

99496P

62137P

7x17

H

10

10

060 UKS 300-YD 90° - 99493P

       UKS  ELBOW (90°)
Pre-galvanized (TS EN 10143)

HORIZONTAL MODULE 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

Description Order Code

Order
Code

Desc r i p t i on
(kg/pc)

Weight

Sample Order:
Height (H): 60 mm,
Tray Width (AB): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pregalvanized (P),
Horizontal Elbow Module 90°

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



YT

6

50

100

150

200

250

300

400

500

600

60

60

60

60

60

60

60

60

60

060 UKS   50 YT

060 UKS 100 YT

060 UKS 150 YT

060 UKS 200 YT

060 UKS 250 YT

060 UKS 300 YT

060 UKS 400 YT

060 UKS 500 YT

060 UKS 600 YT

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,870

1,064

1,305

1,594

1,930

2,314

3,222

4,321

5,608

97412P

97411P

97410P

99469P

99468P

99467P

99466P

99465P

62140P

(mm)(mm)
ABCH

(mm)
T

50

100

150

200

250

300

400

500

600

40

40

40

40

40

40

40

40

40

040 UKS   50 YT

040 UKS 100 YT 

040 UKS 150 YT

040 UKS 200 YT

040 UKS 250 YT

040 UKS 300 YT

040 UKS 400 YT

040 UKS 500 YT

040 UKS 600 YT

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,682

0,867

1,099

1,378

1,705

2,079

2,969

4,048

5,317

99477P

99476P

99475P

99474P

99473P

99472P

99471P

99470P

62139P

7x1
7

A

C B

A+328

104

104R 50

B+16410

10

       UKS MODULE
Pre-galvanized (TS EN 10143)

"T" 

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 400-YT - 99466P

Description Order Code

Order
Code

Desc r i p t i on
(kg/pc)

Weight

Sample Order:
Height (H): 60 mm,
Tray Width (ABC): 400 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P), “T" Module.

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



AD

7

50

100

150

200

250

300

400

500

600

60

60

60

60

60

60

60

60

60

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,086

1,271

1,503

1,782

2,109

2,483

3,373

4,452

5,721

97409P

97408P

97407P

99482P

99481P

99480P

99479P

99478P

62142P

060 UKS   50 AD

060 UKS 100 AD

060 UKS 150 AD

060 UKS 200 AD

060 UKS 250 AD

060 UKS 300 AD

060 UKS 400 AD

060 UKS 500 AD

060 UKS 600 AD

(mm)(mm)
ABCDH

(mm)
T

50

100

150

200

250

300

400

500

600

40

40

40

40

40

40

40

40

40

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,854

1,039

1,271

1,550

1,877

2,251

3,141

4,220

5,489

99490P

99489P

99488P

99487P

99486P

99485P

99484P

99483P

62141P

040 UKS   50 AD

040 UKS 100 AD 

040 UKS 150 AD

040 UKS 200 AD

040 UKS 250 AD

040 UKS 300 AD

040 UKS 400 AD

040 UKS 500 AD

040 UKS 600 AD

7x1
7

A

D B

C

C+328

104

104

B+328

R 50

10

10

       UKS  CONNECTION 
Pre-galvanized (TS EN 10143)

"+" MODULE

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 200-AD - 99482P

Description Order Code

Order
Code

Desc r i p t i on
(kg/pc)

Weight

Sample Order:
Height (H): 60 mm,
Tray Width (ABCD): 200 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
"+" Connection Module.

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



8

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,637

0,724

0,812

0,899

0,987

1,074

1,249

1,424

1,599

060 UKS   50 ID

060 UKS 100 ID

060 UKS 150 ID

060 UKS 200 ID

060 UKS 250 ID

060 UKS 300 ID

060 UKS 400 ID

060 UKS 500 ID

060 UKS 600 ID

97387P

97388P

97389P

99456P

99455P

99454P

99453P

99452P

62144P

(mm)
A

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,465

0,537

0,610

0,683

0,755

0,828

0,973

1,118

1,263

040 UKS   50 ID

040 UKS 100 ID

040 UKS 150 ID

040 UKS 200 ID

040 UKS 250 ID

040 UKS 300 ID

040 UKS 400 ID

040 UKS 500 ID

040 UKS 600 ID

99464P

99463P

99462P

99461P

99460P

99459P

99458P

99457P

62143P

ID

A

104

104

104

104

7x20

7x40

40

R50

R50

200

200

60

220

220

040 UKS ID

060 UKS ID

6
6

6

6

       UKS  MODULE
Pre-galvanized (TS EN 10143)

CONCAVE  (90°)

Order
Code

Desc r i p t i on
(kg/pc)

Weight

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 400-ID - 99453P

Description Order Code

Sample Order:
Height (H): 60 mm,
Tray Width (A): 400 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
Concave Module.

 

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



DD

9

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,594

0,637

0,680

0,723

0,765

0,808

0,894

0,980

1,065

97386P

97397P

97395P

99443P

99442P

99441P

99440P

99439P

62146P

060 UKS   50 DD

060 UKS 100 DD

060 UKS 150 DD

060 UKS 200 DD

060 UKS 250 DD

060 UKS 300 DD

060 UKS 400 DD

060 UKS 500 DD

060 UKS 600 DD

(mm)
A

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,436

0,479

0,522

0,565

0,608

0,651

0,736

0,822

0,908

99451P

99450P

99449P

99448P

99447P

99446P

99445P

99444P

62145P

040 UKS   50 DD

040 UKS 100 DD

040 UKS 150 DD

040 UKS 200 DD

040 UKS 250 DD

040 UKS 300 DD

040 UKS 400 DD

040 UKS 500 DD

040 UKS 600 DD

104

104

7x20

40

R50

200

200

040 UKS ID

7x40

R50

104

104

60

220

220

060 UKS ID

A

6
6

6

6

       UKS  MODULE
Pre-galvanized (TS EN 10143)

CONVEX  (90°)

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

040 UKS 300-DD - 99446P

Description Order Code

Order
Code

Desc r i p t i on
(kg/pc)

Weight

Sample Order:
Height (H): 40 mm,
Tray Width (A): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
Convex Module.

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



TO

10

(mm)
A

(mm)
T

50

100

150

200

250

300

400

500

600

040 UKS   50 TO

040 UKS 100 TO

040 UKS 150 TO

040 UKS 200 TO

040 UKS 250 TO

040 UKS 300 TO

040 UKS 400 TO

040 UKS 500 TO

040 UKS 600 TO

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,675

0,760

0,846

0,932

1,017

1,103

1,275

1,446

1,617

99438P

99437P

99436P

99435P

99434P

99433P

99432P

99431P

62147P

50

100

150

200

250

300

400

500

600

060 UKS   50 TO

060 UKS 100 TO

060 UKS 150 TO

060 UKS 200 TO

060 UKS 250 TO

060 UKS 300 TO

060 UKS 400 TO

060 UKS 500 TO

060 UKS 600 TO

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,898

0,984

1,070

1,155

1,241

1,327

1,498

1,669

1,841

97392P

97117P

97394P

99430P

99429P

99428P

99427P

99426P

62148P

A

104

104

380

220

60

104

104

R50

R50

360

200

40

040 UKS TO

060 UKS TO

7x20

7x40

6
6

6

6

       UKS MIDDLE  MODULE
Pre-galvanized (TS EN 10143)

”T” DESCENT

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

060 UKS 500-TO - 99426P

Description Order Code

Order
Code

Desc r i p t i on
(kg/pc)

Weight

Sample Order
Height (H) (H): 60 mm,
Tray Width (A): 500 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
"T" Middle Descent Module.

:

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



TD

11

(mm) (mm)
A B

(mm)
T

50

100

150

200

200

200

200

200

200

50

100

150

200

250

300

400

500

600

040 UKS   50 TD

040 UKS 100 TD

040 UKS 150 TD

040 UKS 200 TD

040 UKS 250 TD

040 UKS 300 TD

040 UKS 400 TD

040 UKS 500 TD

040 UKS 600 TD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,646

0,881

1,116

1,351

1,437

1,523

1,694

1,866

2,037

99425P

99424P

99423P

99422P

99421P

99420P

99419P

99418P

62149P

50

100

150

200

200

200

200

200

200

50

100

150

200

250

300

400

500

600

060 UKS   50 TD

060 UKS 100 TD

060 UKS 150 TD

060 UKS 200 TD

060 UKS 250 TD

060 UKS 300 TD

060 UKS 400 TD

060 UKS 500 TD

060 UKS 600 TD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,786

1,040

1,294

1,548

1,634

1,720

1,891

2,062

2,234

96959P

97390P

97391P

99417P

99416P

99415P

99414P

99413P

62150P

104

104

R50

B
B+320

220

40

60

104

104

R50

B
B+320

200

040 UKS TD

060 UKS TD

7x20

7x40

A

6
6

6

6

       UKS WALL  MODULE
Pre-galvanized (TS EN 10143)

”T” DESCENT

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

040 UKS 300-TD - 99420P

Description Order Code

Order
Code

Desc r i p t i on
(kg/pc)

Weight

Sample Order
Height (H) (H): 40 mm,
Tray Width (A): 300 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
"T" Wall Descent Module.

:

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 
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h

300

150

H
(mm) (mm)

A
(mm)

T

40

40

40

40

40

40

40

40

40

50

100

150

200

250

300

400

500

600

040 UKS 050 - SDM

040 UKS 100 - SDM

040 UKS 150 - SDM

040 UKS 200 - SDM

040 UKS 250 - SDM

040 UKS 300 - SDM

040 UKS 400 - SDM

040 UKS 500 - SDM

040 UKS 600 - SDM

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,351

1,664

1,976

2,289

2,601

2,914

3,538

4,163

4,788

99404P

99403P

99402P

99401P

99400P

99399P

99398P

99397P

62151P

60

60

60

60

60

60

60

60

60

50

100

150

200

250

300

400

500

600

060 UKS 050 - SDM

060 UKS 100 - SDM

060 UKS 150 - SDM

060 UKS 200 - SDM

060 UKS 250 - SDM

060 UKS 300 - SDM

060 UKS 400 - SDM

060 UKS 500 - SDM

060 UKS 600 - SDM

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,698

2,010

2,323

2,635

2,947

3,260

3,885

4,510

5,135

67984P

97115P

97106P

99396P

99395P

99394P

99393P

99392P

62152P

A

H
(mm) (mm)

T

38

58

1,2

1,2

0,576

0,768

99406P

99405P

L=3000 mm20

12

705

70
5

715

71
5

040 UKS - SDM

04
0 

U
K

S
 -

 S
D

M

060 UKS - SDM

06
0 

U
K

S
 -

 S
D

M

UKS - SDM

0,641

0,925

40 UK-ME

 60 UK-ME

(mm)
H

(mm)
T

2

2

40

60

90563P

90565P

900150 900

3000

900

7,5x25

150

Level Adaptation Module
Order
Code

Desc r i p t i on

       UKS  ADAPTATION 
Pre-galvanized (TS EN 10143)

LEVEL MODULE

(kg./set)
Weight

       UK  JOINT 
Pre-galvanized (TS EN 10143)

ADJUSTIBLE SET

Desc r i p t i on
(kg./set)

Order
Code

Weight

Please indicate order code in your orders.

Please contact us for special modules.

Order
Code

Desc r i p t i on

040 UKS SEPERATOR

060 UKS SEPERATOR

       UKS 
Pre-galvanized (TS EN 10143)

SEPARATOR

(kg./m.)
Weight Separator

Material weights can be variable ±%10 
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(mm)(mm)

(mm)(mm)

AH

AA

(mm)

(mm)

T

T

50

100

150

200

250

300

400

500

600

40

40

40

40

40

40

40

40

40

50

100

150

200

250

300

400

500

600

40

40

40

40

40

40

40

40

40

50

100

150

200

250

300

400

500

600

60

60

60

60

60

60

60

60

60

50

100

150

200

250

300

400

500

600

60

60

60

60

60

60

60

60

60

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,118

1,551

1,984

2,418

2,851

3,284

4,133

4,999

5,883

1,201

1,661

2,120

2,579

3,038

3,497

4,398

5,317

6,253

1,445

1,879

2,312

2,745

3,178

3,594

4,460

5,327

6,210

1,559

2,018

2,477

2,937

3,396

3,838

4,756

5,674

6,610

65020P

65021P

65022P

65023P

65024P

65025P

65026P

65027P

65028P

65038P

65039P

65040P

65041P

65042P

65043P

65044P

65045P

65046P

65029P

65030P

65031P

65032P

65033P

65034P

65035P

65036P

65037P

65047P

65048P

65049P

65050P

65051P

65052P

65053P

65054P

65055P

A

10
00

500

5
0

0

H

A

0001

500

5
0

0

       UKS  CONCAVE  (90°)
Pre-galvanized (TS EN 10143)

ADJUSTABLE MODULE

       UKS  CONVEX (90°)
Pre-galvanized (TS EN 10143)

ADJUSTABLE MODULE 

040 UKS 050 ADJ. CONCAVE ID

040 UKS 100 ADJ. CONCAVE ID

040 UKS 150 ADJ. CONCAVE ID

040 UKS 200 ADJ. CONCAVE ID

040 UKS 250 ADJ. CONCAVE ID

040 UKS 300 ADJ. CONCAVE ID

040 UKS 400 ADJ. CONCAVE ID

040 UKS 500 ADJ. CONCAVE ID

040 UKS 600 ADJ. CONCAVE ID

040 UKS 050 ADJ. CONVEX DD

040 UKS 100 ADJ. CONVEX DD

040 UKS 150 ADJ. CONVEX DD

040 UKS 200 ADJ. CONVEX DD

040 UKS 250 ADJ. CONVEX DD

040 UKS 300 ADJ. CONVEX DD

040 UKS 400 ADJ. CONVEX DD

040 UKS 500 ADJ. CONVEX DD

040 UKS 600 ADJ. CONVEX DD

060 UKS 050 ADJ. CONCAVE ID

060 UKS 100 ADJ. CONCAVE ID

060 UKS 150 ADJ. CONCAVE ID

060 UKS 200 ADJ. CONCAVE ID

060 UKS 250 ADJ. CONCAVE ID

060 UKS 300 ADJ. CONCAVE ID

060 UKS 400 ADJ. CONCAVE ID

060 UKS 500 ADJ. CONCAVE ID

060 UKS 600 ADJ. CONCAVE ID

060 UKS 050 ADJ. CONVEX DD

060 UKS 100 ADJ. CONVEX DD

060 UKS 150 ADJ. CONVEX DD

060 UKS 200 ADJ. CONVEX DD

060 UKS 250 ADJ. CONVEX DD

060 UKS 300 ADJ. CONVEX DD

060 UKS 400 ADJ. CONVEX DD

060 UKS 500 ADJ. CONVEX DD

060 UKS 600 ADJ. CONVEX DD

Order
Code

Order
Code

Desc r i p t i on

Desc r i p t i on

(kg/pc)

(kg/pc)

Weight

Weight



60

60

60

60

60

60

60

25

50

100

150

200

250

300

060 UKS 025 RD

060 UKS 050 RD

060 UKS 100 RD

060 UKS 150 RD

060 UKS 200 RD

060 UKS 250 RD

060 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,178

0,197

0,235

0,273

0,311

0,349

0,387

62660P

62661P

62662P

62663P

62664P

62665P

62666P

H
(mm) (mm)

A
(mm)

T

40

40

40

40

40

40

40

25

50

100

150

200

250

300

040 UKS 025 RD

040 UKS 050 RD

040 UKS 100 RD

040 UKS 150 RD

040 UKS 200 RD

040 UKS 250 RD

040 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,134

0,148

0,176

0,205

0,233

0,262

0,290

62653P

62654P

62655P

62656P

62657P

62658P

62659P

A

A

60

60

60

60

60

60

60

25

50

100

150

200

250

300

060 UKS 025 RD

060 UKS 050 RD

060 UKS 100 RD

060 UKS 150 RD

060 UKS 200 RD

060 UKS 250 RD

060 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,178

0,197

0,235

0,273

0,311

0,349

0,387

62646P

62647P

62648P

62649P

62650P

62651P

62652P

H
(mm) (mm)

A
(mm)

T

40

40

40

40

40

40

40

25

50

100

150

200

250

300

040 UKS 025 RD

040 UKS 050 RD

040 UKS 100 RD

040 UKS 150 RD

040 UKS 200 RD

040 UKS 250 RD

040 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,134

0,148

0,176

0,205

0,233

0,262

0,290

62639P

62640P

62641P

62642P

62643P

62644P

62645P
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       UKS  REDUCTION
Pre-galvanized (TS EN 10143)

LEFTWARD

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Rightward Reduction

Leftward Reduction

Order
Code

Order
Code

Desc r i p t i on
(kg/pc)

Weight

       UKS  REDUCTION
Pre-galvanized (TS EN 10143)

RIGHTWARD

Desc r i p t i on
(kg/pc)

Weight



60

60

60

60

60

60

60

25

50

100

150

200

250

300

060 UKS 025 RD

060 UKS 050 RD

060 UKS 100 RD

060 UKS 150 RD

060 UKS 200 RD

060 UKS 250 RD

060 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,356

0,394

0,470

0,546

0,622

0,698

0,774

99409P

99408P

99407P

96233P

95984P

95985P

95987P

H
(mm) (mm)

A
(mm)

T

40

40

40

40

40

40

40

25

50

100

150

200

250

300

040 UKS 025 RD

040 UKS 050 RD

040 UKS 100 RD

040 UKS 150 RD

040 UKS 200 RD

040 UKS 250 RD

040 UKS 300 RD

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,267

0,296

0,353

0,410

0,466

0,523

0,580

99412P

99411P

99410P

96308P

96309P

96234P

95986P

A A

15

Sample Order:
Height (H) (H): 40 mm,
Tray Width (A): 100 mm,
Sheet Metal Thickness (T): 1,2 mm,
Pre-galvanized (P),
Reduction Module.

       UKS  REDUCTION
Pre-galvanized (TS EN 10143)

MIDDLE

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Middle Reduction

Order
Code

Desc r i p t i on
(kg/set)
Weight

Tray Type

Height (H)

Tray width (A)

Type of Coating

Module Type

040 UKS 100-RD - 99410P

Description Order Code



H
(mm) (mm)

T

40

60

040 UKS - SDE

060 UKS - SDE

060 UKS - SDE

0,248

0,331

1,2

1,2

98945P

98944P

16

99541P

99540P

H
(mm) (mm)

T

40

60

1,2

1,2

0,109

0,145

200

200

7x15

7x15

40

60

160

7x20

160

7x20

040 UKS - SDE

060 UKS - SDE

40

60

040 UKS JOINT FITTING

060 UKS JOINT FITTING

       UKS  FITTING
Pre-galvanized (TS EN 10143)

JOINT

060 UKS Joint Fitting

040 UKS Joint Fitting

040 UKS Joint fitting mounting; 4 M6x12 Bolt,
4 M6 Nut should be used. 

060 UKS Joint fitting mounting; 4 M6x12 Bold,
4 M6 Nut should be used.

Order
Code

Desc r i p t i on
(kg/pc)

Weight

040 UKS JOINT FITTING

060 UKS JOINT FITTING

Level Adaptation Joint Set       UKS  ADAPTATION SET
Pre-galvanized (TS EN 10143)

LEVEL JOINT 

Order
Code

Desc r i p t i on
(kg/set)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Level adaptation joint set contains right and left ver tical 

adjustible joint units and 4 M6x12 bolt set



A

A

11

11

11

YD 90°

YD 135°

17

(mm)

(mm)

A

A

(mm)

(mm)

T

T

50

100

150

200

250

300

400

500

600

50

100

150

200

250

300

400

500

600

0,505

0,821

1,420

1,815

2,651

3,124

5,089

6,273

7,456

0,152

0,279

0,425

0,590

0,776

0,981

1,449

1,996

2,622

UKK   50

UKK 100

UKK 150

UKK 200

UKK 250

UKK 300

UKK 400

UKK 500

UKK 600

UKK 050 YD 135º

UKK 100 YD 135º

UKK 150 YD 135º

UKK 200 YD 135º

UKK 250 YD 135º

UKK 300 YD 135º

UKK 400 YD 135º

UKK 500 YD 135º

UKK 600 YD 135º

98941P

98940P

98939P

98938P

98937P

98936P

98935P

98934P

68188P

62401P

62402P

62403P

62404P

62405P

62406P

62407P

62408P

62409P

0,8

0,8

1

1

1,2

1,2

1,5

1,5

1,5

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

(mm)
AB

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,129

0,271

0,461

0,697

0,981

1,313

2,118

3,112

4,295

98917P

98916P

98915P

98914P

98913P

98912P

98911P

98910P

62123P

UKK   50 YD 

UKK 100 YD 

UKK 150 YD 

UKK 200 YD 

UKK 250 YD 

UKK 300 YD 

UKK 400 YD 

UKK 500 YD 

UKK 600 YD 

90°

90°

90°

90°

90°

90°

90°

90°

90°

A

A+60

R 60

B
B+60

100

100

135°

Standard length is 3000 mm.

Tray Cover

       UKK COVER
Pre-galvanized (TS EN 10143)

TRAY 

       UKK  ELBOW  COVER (135°)
Pre-galvanized (TS EN 10143)

HORIZONTAL MODULE

       UKK  ELBOW  COVER (90°)
Pre-galvanized (TS EN 10143)

HORIZONTAL MODULE

Order 
Code

Order 
Code

Desc r i p t i on

Desc r i p t i on

Order 
Code

Desc r i p t i on

(Kg/m)

(Kg/pc)

Weight

Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

(Kg/pc)
Weight



(mm)
ABCD

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,199

0,384

0,616

0,895

1,222

1,596

2,486

3,565

4,834

98933P

98932P

98931P

98930P

98929P

98928P

98927P

98926P

62125P

UKK   50 AD

UKK 100 AD

UKK 150 AD

UKK 200 AD

UKK 250 AD

UKK 300 AD

UKK 400 AD

UKK 500 AD

UKK 600 AD

AD

18

YT

(mm)
ABC

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,164

0,327

0,538

0,796

1,101

1,454

2,301

3,338

4,564

98925P

98924P

98923P

98922P

98921P

98920P

98919P

98918P

62124P

UKK   50 YT

UKK 100 YT

UKK 150 YT

UKK 200 YT

UKK 250 YT

UKK 300 YT

UKK 400 YT

UKK 500 YT

UKK 600 YT

R 60

A

D B

C

C+120

B
+

1
2
0

11

11

A

C B

A+120

R 60

B
+

6
0

Sample Order:

Tray Type

Tray Width (A)

Type of Coating

Module type

UKK 100 AD  - 98932PCOVER

Description Order Code

Order
Code

Desc r i p t i on

       UKK  MODULE 
Pre-galvanized  (TS EN 10143)

"+" CONNECTION COVER

(Kg/pc)
Weight

Sample Order:

Tray Type

Tray Width (A)

Type of Coating

Module type

UKK 500 YT COVER - 98918P

Description Order Code

       UKK MODULE 
Pre-galvanized  (TS EN 10143)

"T" COVER

Order
Code

Desc r i p t i on
(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 



DD

A

A

(mm)
A

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,106

0,179

0,251

0,324

0,396

0,469

0,614

0,759

0,904

98893P

98892P

98891P

98890P

98889P

98888P

98887P

98886P

62120P

040 UKK   50 DD

040 UKK 100 DD

040 UKK 150 DD

040 UKK 200 DD

040 UKK 250 DD

040 UKK 300 DD

040 UKK 400 DD

040 UKK 500 DD

040 UKK 600 DD

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,20

0,128

0,215

0,303

0,390

0,477

0,565

0,740

0,915

1,089

99985P

99984P

98700P

98678P

98623P

99318P

99317P

99588P

62122P

060 UKK   50 DD

060 UKK 100 DD

060 UKK 150 DD

060 UKK 200 DD

060 UKK 250 DD

060 UKK 300 DD

060 UKK 400 DD

060 UKK 500 DD

060 UKK 600 DD
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ID

(mm)
A

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,063

0,105

0,148

0,191

0,234

0,277

0,362

0,448

0,534

98901P

98900P

98899P

98898P

98897P

98896P

98895P

98894P

62126P

UKK   50 ID

UKK 100 ID

UKK 150 ID

UKK 200 ID

UKK 250 ID

UKK 300 ID

UKK 400 ID

UKK 500 ID

UKK 600 ID

11

11

(Kg/pc)

Order
Code

WeightDesc r i p t i on

       UKK  MODULE  (90°)
Pre-galvanized (TS EN 10143)

CONVEX COVER

       UKK  MODULE  (90°)
Pre-galvanized (TS EN 10143)

CONCAVE COVER

Order
Code

Desc r i p t i on
(Kg/pc)
Weight

Please indicate order code in your orders.

Please contact us for special modules.

Material weights can be variable ±%10 

Sample Order:

Height (H)

Tray Rype

Type of Coating

Module Type

UKK 150 ID COVER - 98899P

Description Order Code

Sample Order:

Tray Rype

Height (H)

Tray Weight (A)

Type of Coating

Module Type

050 UKK 250-DD - 98623P

Description Order Code



98713

98712

97035

97034

20

0,005

0,007

0,010

0,015

98909P

98908P

98907P

98906P

98905P

98904P

98903P

98902P

62118P

(mm)
A

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,111

0,196

0,281

0,366

0,452

0,537

0,707

0,878

1,048

040 UKK   50 TO

040 UKK 100 TO

040 UKK 150 TO

040 UKK 200 TO

040 UKK 250 TO

040 UKK 300 TO

040 UKK 400 TO

040 UKK 500 TO

040 UKK 600 TO

67360P

67359P

67358P

67357P

67356P

67355P

67354P

67353P

62119P

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,123

0,218

0,312

0,407

0,502

0,596

0,786

0,975

1,165

060 UKK   50 TO

060 UKK 100 TO

060 UKK 150 TO

060 UKK 200 TO

060 UKK 250 TO

060 UKK 300 TO

060 UKK 400 TO

060 UKK 500 TO

060 UKK 600 TO

(mm)
A

(mm)
T

50

100

150

200

250

300

400

500

600

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

1,2

0,117

0,261

0,453

0,692

0,853

1,014

1,336

1,658

1,980

UKK   50 TD

UKK 100 TD

UKK 150 TD

UKK 200 TD

UKK 250 TD

UKK 300 TD

UKK 400 TD

UKK 500 TD

UKK 600 TD

91651P

91650P

91649P

91648P

91647P

91646P

91645P

91644P

62117P

TO

A

11

A

TD

11

Outward clamp is suitable for straight covered cable tray and 

turning modules

Inward clamp is suitable for only straight covered cable tray 

(Kg/pc)
Weight Order

Code
Desc r i p t i on

       UKK  DESCENT  COVER
Pre-galvanized (TS EN 10143)

"T" WALL MODULE

Sample Order:

Tray Type

Tray Width (A)

Type of Coating

Module type

UKK 150 TD COVER - 91649P

Description Order Code

Order
Code

Desc r i p t i on

       UKK  DESCENT  COVER
Pre-galvanized (TS EN 10143)

“T" MIDDLE MODULE

(Kg/pc)
Weight

Sample Order:

Tray Type

Height (H)

Tray Width (A)

Type of Coating

Module type

040 UKK 400-TO - 98903P

Description Order Code

Order
Code

Desc r i p t i on

UKK 040 COVER CLAMP (INWARD)

UKK 060 COVER CLAMP (INWARD)

UKK 040 COVER CLAMP (OUTWARD)

UKK 060 COVER CLAMP (OUTWARD)

UK  TRAY  CLAMPSCABLE COVER

Weight
(kg/pc)

UKK

Cover 

Clamp 

(outward)

UKK

Cover 

Clamp 

(inward)
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