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Distribution Transformers are being used to supply the low
voltage level (<1000 V) with electrical energy from the medium
level (3,3 to 36 kV).

ELTAS A.S. produces Distribution Transformers from 25 kVA
to 4000 kVA. The top voltage level is 36 kV and the low
voltage level is 400V or similar.

» Distribution Transformers can be ordered as single phase
or three-phase units.

e Distribution Transformers are oil-immersed.
« ELTAS A.S. uses mineral oil, if required environmental fluids.
= Distribution Transformers can be provided with the following
cooling systems: ONAN (Qil-Natural Air-Natural) or ONAF
(Oil-Natural Air-Forced).

« Distribution Transformers are available open to atmosphere

with conservator, sealed to atmosphere, or hermetically

IMMERSED DISTRIBUTION TRANSFORMERS

sealed with gas cushion.

 Distribution Transformers are provided with off-load tap
changers. If required, on-load tap changers can be equipped
to the Distribution Transformers.

= Distribution Transformers are available with cable box- or
with protection box.

« Distribution Transformers are manufactured with bushings
with ceramic insulators or with resin type plug-in bushings.

ELTAS A.S. goal is to fulfill the customer needs and to provide
the customer with highest quality.

ELTAS A.S. produces Distribution Transformers according to
customer requirements, contract requirements, or technical
standards such as TS 267 EN 60076-1, |EC 60076-1, BS 171,
DIN, ANSI, ENEL, ENDOSA.
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Fur die Versorgung der niedrigen Spannungsebene (<1000V)
mit Energie aus dem Mittelspannungsbereich (3,3 bis 36kV)
werden Verteiltransformatoren eingesetzt.
ELTAS A.S. produziert Verteiltransformatoren von 25 kVA
bis 4000 kVA. Die hochste Spannungsebene liegt bei 36 kV,
die niedrigste bei 400V oder bei dahnlichen Werten.
 Verteiltransformatoren kénnen als Einphasen- oder als
Dreiphasen-Einheit bestellt werden.
« Verteiltransformatoren sind &lisoliert.
* ELTAS A.S. befiillt die Transformatoren mit Mineraldl,
wenn gewlinscht aber auch mit 6kologischen Fliissigkeiten.
* Verteiltransformatoren kdnnen mit folgenden
KUhIsystemeh ausgeriistet werden: ONAN : Ol natiirlich
gekiihlt, Luft natiirlich gekiihit) oder ONAF : Ol natiirlich
gekihlt, Luft forciert gekiihit [durch Ventilatoren]).

VERTEILTRANSFORMATOREN

« Verteiltransformatoren sind in folgenden Ausfiihrungen
erhéaltlich: mit Ausdehnungsgefap, zur Atmosphare hin
abgedichtet oder mit einem Gaspolster versiegelt.

+ Verteiltransformatoren werden mit Umstellern zur
Spannungsanpassung im spannungslosen
Zustandausgeriistet. Wenn noétig kdnnen die
Verteiltransformatoren jedoch auch mit Umstellern, die unter
Last geschaltet werden, ausgertistet werden.

e Verteiltransformatoren sind mit einem
Kabelanschlusskasten oder einem Schaltkasten fir die
Schutzeinrichtungen erhaltlich.

« Verteiltransformatoren werden mit Durchfliihrungen mit
keramischen Stiitzisolatoren oder mit

Giepharzsteckverbindungen hergestelit.




OIL IMMERSED POWER TRANSFORMERS

Power Transformers are transformers equal or greater than
4 MVA.
ELTAS A.S. produces Power Transformers from 4000 kVA to
25000kVA with voltages from 3.3kV to 36kV on both the
low voltage and the high voltage side.
* Power Transformers can be ordered as three-phase or
single-phase units.
* Power Transformers are oil-immersed with mineral
oil or environmental fluids.
* Power Transformers can be provided with the following
cooling systems: ONAN (Qil-Natural Air-Natural) or ONAF
(Oil-Natural Air-Forced).
* Power Transformers are available open to atmosphere

with conservator or with gas cushion.

* Power Transformers are provided with off-load or
on-load tap changers

* Power Transformers are available with cable box - or with
protection box.

* Power Transformers are manufactured with bushings or
with ceramic insulators with resin type plug-in bushings.

ELTAS A.S goal is to fulfill the customer needs and provide
the customer with highest quality.

ELTAS A.S. produces Power Transformers according to
customer requirements, contract requirements, or technical
standarts such as TS 267 EN 60076-1, IEC 60076-1, BS 171,
DIN, ANSI, ENEL, ENDOSA.
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4MVA. ELTAS A.S. produziert Leistungstransformatoren von
4000 kVA bis 25000 kVA mit Spannungen von 3,3 kV bis
36 kV sowohl auf der Niederspannungs- als auch auf der
Hochspannungsseite.
 Leistungstransformatoren kénnen als dreiphasige oder
als einphasige Einheiten bestellt werden.
» Leistungstransformatoren sind fliissigkeitsisoliert,
wahlweise mit Mineraldl oder mit 6kologischen
Flissigkeiten.
« Leistungstransformatoren kdnnen mit den folgenden
Kiihisystemen ausgeriistet werden: ONAN : Ol natiirlich
gekihlt, Luft natirlich gekiihlt) oder ONAF : Ol natiirlich
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* Leistungstransformatoren sind mit Ausdehnungsgefap
oder mit Gaspolster erhaltlich.
 Leistungstransformatoren sind mit Umstellern zur
Spannungsanpassung im spannungslosen Zustand, oder
mit Lastumstellern ausgestattet.

* | eistungstransformatoren sind mit einem
Kabelanschlusskasten oder mit einem Schaltkasten fir die
Schutzeinrichtungen ausgeristet.

» Verteiltransformatoren werden mit Durchfiihrungen mit
keramischen Stiitzisolatoren oder mit

GieBharzsteckverbindungen hergestellt.



















